










Table 1, Ef f4?-ctive intensity rquirements  *

Sty182
Effect ive intmr;ity (candeLas)J
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OFF PQwer and controh.  circuits deenergized,

System aperating  at low intensitg,

System oprating  at high intensity*





c‘_



es Recamended preventive  maintenance,

f, Trsubleshwting pro@edures*

48 PhysicaJ  charactesistkcs (weight, sizer mounting dimensions

he Enstallatian  instructians.

i, upenating  instructions*

de A copy af the manufactuxer's  quality cantrak  g%an fLLJ).





4,2,18 Bhotorrtetric  Tests, Phatoanetxic tests shall be conducted cm equi&xmnt $8
determine cumpliapnce  with X4* Photmetr:ic  %ests  shall be conducted in acx5f-

dance with FM-E-llOQI Photometric  Pracedures  fur Ccmdensex  mischarge  Lights.,
Test ~esul%s shall. incZ~ade  a graph showing the isacande2.a  move of effective inten-
sity $OY each brightness setting and ascibfusca~  phstagraphs  of the discharge ptalse
shape D

4,2,1% Dielectsic  Test* A dielectric test shall be made sn power and control
wileting of the qualificxtion  system, The %est  shall be made by apg%yiny botfa psi-
%ive and negative 5 k'9 pii.se~~ of a duraticm  af a% least 10 milfisecundst  between
input pcwe8:  and cxmtrul  wipes and grsund fequipment  case). The test shall continue
until IQ pulses have  been applied during a BO-second  interval ur until a 5 kV de
vaXtage  has been ap@Aed fsr I.0 seconds, Thor ey;taipment  shalf b e  capable sf noxmal
a*ration after  this test , Aften ctompletion  uf the dierectxic t e s t ,  a  %&m-WxI.S:  d::
insrskation  tester shall be used to check the same points. The resistance ts g~cmndb
as observed with the insulation tester, sha3.l  not: be Less  than 300 megokzm
Compnents  nc.~t  designed for the high vohtage  of the insuIatior,  tester: sxh as



capacitoxs, rectifiers, psinted circuit; kxmrdst etcol may be disconnected for this
test, Prts.%.xtion units need only be checked with the insulatiusa tester,

9* Repat  Cyde, starting with a.

4,s Pr&uction Tests, Psoduction units shall be silhjected to the fallowing tes%s:



ts failing any part of the praduc%iean test must be repaired
retest under 4,3e


